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Réglage adresse IP
Switch

Il est impératif de régler les switchs dans la même position que l’ancien STB.
Le switch du haut correspond au numéro du site.
Le switch du bas au PTR.


[image: ]

Plan d’adressage
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Ex : pour Beconnais PTR7 switch haut 8 et bas7.







Récupérer configuration 
Connection

Se connecter à un ptr voisin avec l’application advantys.
Pour engie l’application se trouve sur la sdsv187-vm.
Créer un nouveau projet.
Entrer l’adresse Ip dans paramètres de connexion.
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Récupérer la configuration

Une fois connecté cliquer sur Ilot => PC
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Transfère de la configuration

Connection

Entrer l’adresse Ip dans paramètres de connexion.
Normalement l’adresse est définie par les switchs.

Transférer la configuration

Une fois connecté cliquer sur PC=> Ilot
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Introduction
The STB NIP 2212 is a single node on an Ethemet LAN and, in tum, the Intemet. An STB NIP 2212 must have a unique [P address. The two rotary switches on the NIM provide a simple, easy way to assign an IP address to the STB NIP 2212.

Physical Description

The two rotary switches are positioned one above the other on the front of the STE NIP 2212. The upper Switch represents the tens digit, and the lower switch represents the ones digit:

HOLENAWE

150 4
14 2

13 3

Summary of Valid IP Address Settings

Each rotary switch position that you can use to set a valid IP address is marked on the STB NIP 2212 housing. The following information summarizes the valid address settings:
o For a switch-set role name, select a numeric value from 00 to 159, You can use both switches:

On the upper switch (tens digit, the available settings are 0 to 15.
On the lower switch (ones digit), the available sattings are 0 to 9.

The numeric setting is appended to the STB NIP 2212 part number, &.g., STBNIP2272_723, and a DHCP server assigns it an IP address.
o For a BootP-served IP address, select either of the two BOOTP positions on the bottom switch.
« If you set the bottom switch to either of the two INTERNAL positions, the IP address will be assigned by one of the following methods:

if the STB NIP 2212 is direct from the factory, it has no software set IP parameters and will use 3 MAC-based P address.
afixed IP address using the STB NIP 2212 web configuration pages.
2 web-configured role name in association with a DHCP server

NOTE: The STB NIP 2212 requires a valid IP address to communicate on the Ethemet network and with a host. You must power cycle the STB NIP 2212 to configure the STB NIP 2212 with an IP address set with these rotary switches.

NOTE: Do not change the rotary switch settings except when you are installing o configuring the NIM. If you change the switch settings at any other time, you will lose Ethemet communications with the isiand.

For information about how the STB NIP 2212 prioritizes IP addressing options, refer to the |P parameterization flow chart,
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